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These books might be of interest of you:

'HELLO, Hello, Everybody! The Dawn of The Rise of Radio, from Marconi % The Paraset Radio: The Story of a
EVERYBODY!  American Radio through the Golden Age Paraset Radio WWII Spy-Radio and How to Build a
ey : Working Replica
@ Long before the Internet, another As the dominant form of electronic
‘ 4 young technology was transforming mass communication in the United This book describes the gripping story
‘Lfm“ .oom | the way we connect with the world. At States from the 1930s into the 1950s, — behind the Paraset — a unique spy-
the dawn of the twentieth century, radio helped to forge a modern radio, dropped behind enemy lines in
radio grew from an obscure hobby continental nation. It fused myriad the dark days of WWII. This radio being
into a mass medium with the power to subcultures heavily rural, ethnic, and both light weight and state of the art
reach millions of people. immigrant into a national identity, for the time was concealed in a
unifying the nation in the face of the suitcase, making ideal for use by the
Depression and war. spies of SOE.

Click here for further information.


https://www.radiomuseum.org/dsp_affiliate.cfm

Radiomuseum.org: General Electric Co. (GE); Bridgeport CT, Syracuse NY 118

3
v
m..“
i3
B -
X
& w
%
%o

b3

Puotoract” Folder

*raroE MaRK

brightamber3@gmail.com

<]

GENERAL ELECTRIC
MODELS 118, TI9M, 119W

T I VOLUME CONTROL

ON-OFF SWITCH

PHONO-RADIO
TONE SWITCH

TUNING CONTROL

adiomuseum.org

TUNING RANGE—BROADCAST  540-1600KC

mﬁmﬂ? ELECTRIC MODEL 116W
General Electric, Models , 119M, TISW
General Electric Co., Electronics Dept., Electronics Park, Syracuse, N.Y.

AC Operated Combination Phono-Radio Superheterodyne Receiver with Loop Antenna
Types, 12BE6 Converter, 128K7 IF Amp., 12SQ7 Det.-AVC-AF, 63C7 Phono Pre-Amp.,

TRADE NAME

MANUFACTURER o

TYPE SET m

TuBes (SIX) : >
m S50L6GT Power Output, 35Z5GT Rectifler.
o

POWER SUPPLY § 105-125 Volts AC

RATING

.3 Anp. @ 117 Volts AC

ALIGNMENT INSTRUCTIONS—READ CAREFULLY BEFORE ATTEMPTING ALIGNMENT

end of dial.

side of signal generator and B-.

To set pointer turn tuning cap. fully closed and set-pointer to last reference mark at low freq.
Use isolatlion transformer 1f available. If not, connect-a .1 MFD capacitor In series with low
Loop should be maintained in same relative position to chassis as when recelver Is In cabinet.

Volume control should be at maximum position, output of signal generator should be no higher
than necessary to obtain an output reading. Use an insulated

alignment screwdriver for adjusting.

SIGNAL SIGNAL RADIO
QUMY | GENERATOR | GENERATOR DIAL QUIEST | Apsust REMARKS
COUPLING mﬁ%u%mﬂmwm_Q SETTING
.05 MFDJHigh side to PIn Tuning cap. [ACT 0SS AT,AZ djust Tor maximum output. 1T |
4 of 128K7. Low fully open. voice coll isolation transformer 1s not
side to B-. used, reduce dummy ant. to .00L
MED. to reduce hum modulation.
.05 MFD[HIgh side to Pin v v w [i%,A4 |AdJust for maximum output. 1T
7 of 12BE6.2Low 2 isolation transformer 1is not
side to B-.g £ used reduce dummy ant. to .001
F MFD . to reduce hum modulation. Repeat
H Steps 1 & 2 until no further
S improvement can be made. Re-
8 install receiver in cabinet.
200 MMFJHigh side to ext 1500KC 1500KC v [AS Rock tuning cap. and adjust
cap. inlantenna lead. LoM for maximum output.
series |side to chasslis.
with
470% car
bon res
" v w Tune for maxi] hd A6 Rock tuning cap. and adjust
mum output. for maximum output.
DISASSEMBLY INSTRUCTIONS
1. Remove phono-pickup plug from chassis.
2. Disconnect phono motor plug.
3. Remove speaker plugs from speaker.
4. Remove leads from loop antenna.
5. Remove pilot light socket from bracket at bottom of cabinet.
6. Remove six Phillips head wood screws holding metal chassis cover in cabinet. Lift
cover and chassis out top of cabinet.
7. Remove three push-on type control knobs from metal cover. Remove three hex head
screws holding chassis to cover. Remove chassis from cover.
8. Remove four hex nuts holding speaker in cabinet. Remove speaker from cabinet.

HOWARD W. SAMS & CO., INC. « 2924 East Washington Street ¢ Indianapolis 7, Indiana
tent, in any manner, is v_“o’mr&o&..Zovﬂ?i liabifity is assumed with respect o

*‘The listing of any available replacement part herein does not constitute in any

et

casea warranty or g y by Howard W. Sams & Co., Inc.,
as to the quality and suitability of such repl part. The numbers of these
parts have been iled from infc ion furnished to Howard W. Sams & Co.,
Inc., by the f of the p lar type of repl part listed."”

“Reproduction or use, without express permission, of editorial or pictorial con-

the use of the i

d herein. Cop

ight 1948 by Howard W.

Sams & Co., Inc., Indianapolis, Indiana, U. S. A. Copyright under International
Copyright Union. All rights reserved under inter-American Copyright Union

(1910) by Howard W. Sams & Co., inc.”
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